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NOTE:

SIGN FACES SHALL BE
RETROREFLECTIVE
SHEETING, ASTM D 4956 TYPE IIl.

STOP / SLOW PADDLE
CD-617-2.4

DELINEATOR GUIDE POSTS SHALL BE
PREDOMINATELY ORANGE IN COLOR.

THE BASE SHALL BE REMOVED FROM

THE PAVEMENT WHEN THE POST IS
NO LONGER NEEDED.

NOTE:

MINOR MANUFACTURER'S VARIA
ACCEPTABLE UPON APPROVAL

|
2" ’
MAX.—F 3" COMPLETE WRAP AROUND SILVER
(WHITE) RETROREFLECTIVE SHEETING,
6" { ASTM D 4956 TYPE VIIOR VI, WHEN
MAX. POSTS ARE USED FROM DUSK TO DAWN.

FLEXIBLE POLYETHELENE, POLYURETHANE
OR POLYVINYL POST SHALL BE SO
CONSTRUCTED THAT THEY WILL BEND
WHEN STRUCK BY THE AVERAGE
PASSENGER VEHICLE AND SPRING

BACK INTO POSITION.

BASE SHALL BE SEPARATE FROM POST
o EPOXY CEMENT

36"

TIONS MAY BE
OF THE ENGINEER.

DELINEATOR GUIDE POSTS

DENSE GRADED AGGREGATE BASE COURSE \
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NOTE:

ALL EXCAVATION OR EMBANKMENT REQUIRED TO CONSTRUCT
TEMPORARY SIDEWALK SHALL BE INCLUDED IN UNIT PRICE
BID FOR PAY ITEM, TEMPORARY SIDEWALK.

TEMPORARY SIDEWALK
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ALTERNATE ORANGE AND SILVER (WHITE) STRIPES SHALL BE RETROREFLECTIVE
SHEETING, ASTM D 4956 TYPE Ill, 6" WIDE SLOPING DOWNWARD AT AN ANGLE OF
45° IN THE DIRECTION TRAFFIC IS TO PASS.
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PANELS TO BE SECURELY FASTENED WITH "o o
BOLTS, NUTS AND WASHERS IN ACCORDANCE ! i O
WITH THE SPECIFICATIONS FOR ATTACHING o
SIGNS TO U-POSTS. non LAST 6 HOLES SHALL
o — BE 34" DIA. HOLES
i ON 2" CENTERS.

NOTE:

L 1"

MINOR MANUFACTURER'S VARIATIONS MAY BE
ACCEPTABLE UPON APPROVAL OF THE ENGINEER.
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NOTES:

1. WHEN TEMPORARY PAVEMENT MARKERS ARE TO SIMULATE LANE LINES ON
SHARP CURVES OR IN TRANSITIONS TO EITHER REDUCE THE NUMBER OF
LANES OR TO SHIFT TRAFFIC LATERALLY, THE TEMPORARY PAVEMENT
MARKERS SHALL BE SPACED 5 FEET APART CONTINUOUSLY THROUGH
THE CURVE OR TRANSITION AREA.

2. TEMPORARY PAVEMENT MARKERS SHOULD NOT BE USED TO DELINEATE
RIGHT EDGE LINES.

TEMPORARY PAVEMENT MARKERS
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